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PLANTING SCHEDULE:
TYPE QTY KEY BOTANICAL NAME COMMON NAME SIZE SPACING ROOT NOTES

SHRUBS

17 JC Juniper chinensis 'Kallay's Compact' Kallay's Compact Juniper #5/ 24" As Shown B&B/ CG Heavy

8 MP Myrica pennsylvanica Northern Bayberry 42"- 48" As Shown B&B/ CG Heavy

20 RA Rhus aromatica 'Gro-Low' Gro-Low Fragrant Sumac #3/ 24" As Shown CG

12 RR Rosa rugosa 'Frau Dagmar Hastrup' Frau Dagmar Hastrup Rose #3/ 24" As Shown CG

GRASSES, PERENNIALS, & GROUNDCOVERS

47 CA Calamagrostis x a. 'Karl Foerster' Karl Foerster Feather Reed Grass #2 30" to 36" O.C. CG

NOTE: FOR PLANTING DETAILS SEE SHEET L 301
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1. THE CONTRACTOR SHALL SUBMIT A COMPLETE PLANT LIST AND PHOTOGRAPHS OF ALL
TREES AND SHRUBS TO THE LANDSCAPE ARCHITECT FOR REVIEW AND APPROVAL PRIOR
TO PURCHASING THE PLANT MATERIAL. NO PLANT MATERIAL SHALL BE TRANSPORTED TO
THE SITE PRIOR TO A PRE-DELIVERY INSPECTION AND APPROVAL OF THE PLANTS AT THE
CONTRACTOR'S PLACE OF BUSINESS BY THE LANDSCAPE ARCHITECT.

2. ALL PLANTS MUST MEET OR EXCEED THE STANDARDS OUTLINED IN THE CURRENT EDITION
OF ANSI Z260.1, THE AMERICAN STANDARD FOR NURSERY STOCK.

3. TOPSOIL, ORGANIC MATERIAL, PLANTING MIXES, AND MULCHES MUST BE APPROVED BY
THE LANDSCAPE ARCHITECT PRIOR TO USE ON THE PROJECT.

4. THE CONTRACTOR SHALL VERIFY PROPOSED GRADE ELEVATIONS, LOCATIONS OF
UTILITIES AND SUBSURFACE STRUCTURES AND THE PRECISE LIMITS OF ANY NEW
CONSTRUCTION, BEFORE PROCEEDING WITH PLANTING WORK.

5. ALL BED CONFIGURATIONS AND PLANT POSITIONS MUST BE REVIEWED AND APPROVED BY
THE LANDSCAPE ARCHITECT PRIOR TO PLANTING. CONTRACTOR SHALL ADJUST THE BED
LINES AND PLANT LOCATIONS IF DEEMED NECESSARY BY THE LANDSCAPE ARCHITECT.

6. PLANT TREES, SHRUBS, AND OTHER PLANTS AFTER FINISH GRADES ARE ESTABLISHED
AND BEFORE PLANTING TURF AREAS UNLESS OTHERWISE INDICATED.

7. CONTRACTOR SHALL NOTIFY THE OWNER'S REPRESENTATIVE AND LANDSCAPE
ARCHITECT IF UNEXPECTED ROCK/ BELOW GRADE OBSTRUCTIONS OR OTHER CONDITIONS
DETRIMENTAL TO TREES OR SHRUBS ARE ENCOUNTERED DURING EXCAVATIONS.

8. AT THE COMPLETION OF THE PLANT INSTALLATION, ALL PLANTING BEDS SHALL HAVE A 3"
DEPTH OF AGED DOUBLE GROUND, SHREDDED HARDWOOD BARK MULCH. SUBMIT SAMPLE
TO LANDSCAPE ARCHITECT FOR APPROVAL.

9. ALL "STANDARD LAWN AREAS" SHALL RECEIVE THE SOIL TYPE AND SOIL DEPTH SPECIFIED,
AND SHALL BE FINE GRADED AND SEEDED.

10. CONTRACTOR SHALL PROTECT PLANTS FROM DAMAGE DUE TO THE OPERATIONS OF
OTHER CONTRACTORS AND TRADES.

11. REFER TO THE PLANTING DETAILS AND SPECIFICATIONS FOR COMPLETE PLANT, SOIL,
MULCH, INSTALLATION AND MAINTENANCE REQUIREMENTS.
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