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PROPOSED
GENERATOR

BIO-RETENTION AREA #3

CONNECT PROPOSED
STORM PIPE TO EXISTING

STRUCTURE AT 333.0'

GAS AND ELECTRIC
SERVICE TO

GENERATOR.
SEE MEP PLANS.

PROPOSED ELECTRIC
TO SITE LIGHTING. SEE

SITE ELECTRIC PLAN.

PROPOSED 6" CLASS 52 DIP
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WATER SERVICE

APPROXIMATE LOCATION OF
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SAMPLING/DISINFECTION TAP

SAMPLING/DISINFECTION
TAP

APPROXIMATE METER & RPZ LOCATION

MCWA TO EXCAVATE, INSTALL A 12X6" TS&V. PERFORM
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SUPPLY DISINFECTION/SAMPLING TAPS AND PERFORM

PERMANENT RESTORATIONS.
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except NYC or Long Island, call
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Monroe County Department of Public Health

These plans for Public Water System Extension /
Improvement are hereby approved pursuant to
10NYCRR5 of the State Sanitary Code subject to
conditions  of  Approval

Director of Public Health

______________________________________________________
By                          Public Health Engineer                     Date

MONROE COUNTY
DEPT. OF TRANSPORTATION

APPROVED

DATE

APPLICATIONS FOR PERMITS WILL NOW BE ACCEPTED
THIS PROJECT APPROVAL IS VALID FOR TWO (2) YEARS

Northwest Quadrant Pure Waters District

Review Number ____________
Conforms to Monroe County

Pure Waters Master Plan

Signature Date

MONROE COUNTY WATER AUTHORITY
APPROVED BY                                                                     DATE

MCDOT NOTES:
1. MCDOT WILL NOT ALLOW SAWCUTS IN PAVEMENT PLACED

WITHIN THE LAST FIVE (5) YEARS.

1

AutoCAD SHX Text
N/F KESH WEBB TAX NO. 059.01-2-49 1850 ENGLISH ROAD 0.94± ACRESREPUTED D12443, P496

AutoCAD SHX Text
N/F 1800 ENGLISH ROAD PROFESSIONAL BUILDING LLC TAX NO. 059.01-2-45 1800 ENGLISH ROAD 1.4± ACRESREPUTED D12476, P3

AutoCAD SHX Text
32.24'

AutoCAD SHX Text
56°6'18"

AutoCAD SHX Text
120°45'42"

AutoCAD SHX Text
11'

AutoCAD SHX Text
11'

AutoCAD SHX Text
11'

AutoCAD SHX Text
11'

AutoCAD SHX Text
11'

AutoCAD SHX Text
10'

AutoCAD SHX Text
11'

AutoCAD SHX Text
11'

AutoCAD SHX Text
11'

AutoCAD SHX Text
11'

AutoCAD SHX Text
6" CMP

AutoCAD SHX Text
1

AutoCAD SHX Text
11/18/24

AutoCAD SHX Text
SMK

AutoCAD SHX Text
BID ADDENDUM #1

AutoCAD SHX Text
H

AutoCAD SHX Text
Y

AutoCAD SHX Text
D

AutoCAD SHX Text
WV

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x



CONSTRUCTION SPECIFICATIONS

WOVEN WIRE FENCE
(MIN. 14 GAUGE
W/ MAX. 6" MESH 
SPACING)

36" MIN. LENGTH FENCE
POSTS DRIVEN MIN. 16"
INTO GROUND.

HEIGHT OF FILTER 
= 16" MIN.

8" MIN.FLO
W

FLO
W

10' MAX. C. TO C.

5. MAINTENANCE SHALL BE PERFORMED AS NEEDED AND MATERIAL REMOVED WHEN

4. PREFABRICATED UNITS SHALL BE GEOFAB, ENVIROFENCE, OR APPROVED EQUIVALENT.

   FENCE WITH TIES SPACED EVERY 24" AT TOP AND MID SECTION.
   FENCE SHALL BE WOVEN WIRE, 14 GAUGE, 6" MAXIMUM MESH OPENING.

2. FILTER CLOTH TO BE TO BE FASTENED SECURELY TO WOVEN WIRE

3. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH OTHER THEY SHALL BE OVER-
   LAPPED BY SIX INCHES AND FOLDED.  FILTER CLOTH SHALL BE EITHER FILTER X,

   OR STAPLES. POSTS SHALL BE STEEL EITHER "T" OR "U" TYPE OR HARDWOOD.
1. WOVEN WIRE FENCE TO BE FASTENED SECURELY TO FENCE POSTS WITH WIRE TIES

   "BULGES" DEVELOP IN THE SILT FENCE.

   MIRAFI 100X, STABILINKA T140N, OR APPROVED EQUIVALENT.

UNDISTURBED GROUND

EMBED FILTER CLOTH
A MIN. OF 6" IN GROUND.

4"

16"MIN.

WOVEN WIRE FENCE (MIN. 14 
 GAUGE W/ MAX. 6" MESH 
SPACING) WITH FILTER CLOTH

36" MIN. FENCE POST

FLOW

COMPACTED SOIL

20"MIN.

PERSPECTIVE VIEW

SECTION VIEW

L L

SILT FENCE DETAIL
N.T.S.

4' MIN.

20' MIN.

BERM

BERM

BE
RM 8 X 8 MIN.

3:1

3:1

3:1

3:1

A

VEHICLE TRACKING CONTROL 

CONCRETE WASHOUT SIGN 

N.T.S.
CONCRETE WASHOUT AREA PLAN

3' MIN.

8 X 8 MIN.

>3
1

>3_ _
1

COMPACTED BERM 
AROUND THE PERIMETER 

>4_
1

12" TYP 

2% SLOPE

UNDISTURBED OR 
COMPACTED SOIL 

SECTION A

VEHICLE TRACKING 
CONTROL 

CONCRETE WASHOUT AREA

1.     SEE PLAN FOR:
             - CWA INSTALLATION LOCATION.

2.     DO NOT LOCATE AN UNLINED CWA WITHIN 400' OF ANY NATURAL DRAINAGE PATHWAY OR WATERBODY. DO
NOT LOCATE WITHIN 1,000' OF ANY WELLS OR DRINKING WATER SOURCES. IF SITE CONSTRAINTS MAKE THIS
INFEASIBLE, OR IF HIGHLY PERMEABLE SOILS EXIST ON SITE, THE CWA MUST BE INSTALLED WITH AN
IMPERMEABLE LINER ( 16 MIL MIN. THICKNESS) OR SURFACE STORAGE ALTERNATIVES USING PREFRABRICATED
CONCRETE WASHOUT DEVICES OR A LINED ABOVE GROUND STORAGE SHOULD BE USED.

3.     THE CWA SHALL BE INSTALLED PRIOR TO CONCRETE PLACEMENT ON SITE.
4.     CWA SHALL INCLUDE A FLAT SURFACE PIT THAT IS AT LEAST 8' BY 8' SLOPES LEADING OUT OF THE SUBSURFACE

PIT SHALL BE 3:1 OR FLATTER. THE PIT SHALL BE AT LEAST 3' DEEP.
5.     BERM SURROUNDING SIDES AND BACK OF THE CWA SHALL HAVE MINIMUM HEIGHT OF 1'.
6.     VEHICLE TRACKING PAD SHALL NE SLOPED 2% TOWARDS THE CWA.
7.     SIGNS SHALL BE PLACED AT THE CONSTRUCTION ENTRANCE, AT THE CWA, AND ELSEWHERE AS NECESSARY

TO CLEARLY INDICATE THE LOCATION OF THE CWA TO OPERATORS OF CONCRETE TRUCKS AND PUMP RIGS.
8.     USE EXCAVATED MATERIAL FOR THE PERIMETER BERM CONSTRUCTION.

CWA INSTALLATION NOTES

FINISH GRADE

24"x24"

ANCHOR BOLT 

FLOW

6"

4"3"

24"

UNDISTURBED EARTH

FILL SUMP WITH CONCRETE

1/4"/FT FLOW

OR 36"x36"

STANDARD CATCH BASIN
N.T.S.

COMPACTED ITEM 605.10
AROUND PIPE AND TO 3"
ABOVE TOP OF PIPE,
REMAINDER OF THE TRENCH
TO BOTTOM OF ROAD BASE
TO BE FILLED WITH RUN-
OF-BANK GRAVEL
COMPACTED IN 6" LIFTS 1. ALL CONCRETE TO BE 3500 psi CLASS A N.Y.S.D.O.T. ITEM

601.05

2. ALL CONCRETE IN CONTACT WITH ASPHALT PAVEMENT
SHALL BE COVERED WITH A TACK COAT IN ACCORDANCE
WITH N.Y.S.D.O.T. SECTION 407.

COATED WITH  2 COATS
OF BITUMINOUS TAR

PROPOSED 4" PVC
UNDERDRAIN IN
PAVEMENT AREAS

24"x24" OR 36" X 36" P.C.
CONCRETE INLET BOX
PRECAST

6" COMPACTED No.
2 STONE IF PRECAST
BASE USED

# 4 BARS 12" OC
BOTH WAYS

GRATE TO BE NYSDOT
RETICULINE TYPE 9. (24"X24")
OR TYPE 6 OR EQUAL
(36"x36")

DETAILS

C-205

N.T.S.
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WATER QUALITY

PROFILE VIEW
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6" PERFORATED PIPE IN
8" GRAVEL JACKET
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BIORETENTION AREA
 N.T.S.

H.2 Bioretention

Planting Soil Bed Characteristics

The characteristics of the soil for the bioretention facility are perhaps as important as the facility
location, size, and treatment volume. The soil must be permeable enough to allow runoff to filter
through the media, while having characteristics suitable to promote and sustain a robust vegetative
cover crop. In addition, much of the nutrient pollutant uptake (nitrogen and phosphorus) is
accomplished through adsorption and microbial activity within the soil profile. Therefore, the soils
must balance soil chemistry and physical properties to support biotic communities above and below
ground.

The planting soil should be a sandy loam, loamy sand, loam (USDA), or a loam/sand mix (should
contain a minimum 35 to 60% sand, by volume). The clay content for these soils should by less than
25% by volume. Soils should fall within the SM, or ML classifications of the Unified Soil
Classification System (USCS). A permeability of at least 1.0 feet per day (0.5"/hr) is required (a
conservative value of 0.5 feet per day is used for design). The soil should be free of stones, stumps,
roots, or other woody material over 1" in diameter. Brush or seeds from noxious weeds. Placement of
the planting soil should be in lifts of 12 to 18", loosely compacted (tamped lightly with a dozer or
backhoe bucket). The specific characteristics are presented in Table H.2.

Table H.2 Planting Soil Characteristics

Parameter

PH range

Organic matter

Magnesium

Phosphorus (P2O5)

Potassium (K2O)

Soluble salts

Clay

Silt

Sand

5.2 to 7.00

1.5 to 4.0%

35 lbs. per acre, minimum

75 lbs. per acre, minimum

85 lbs. per acre, minimum

 500 ppm

10 to 25%

30 to 55%

35 to 60%

Value
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